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Features & Functions

1. Lithium-ion polymer with high power capacity

of 2000 mAh.

2. Charged from any USB outlet, wall charger,
car charger or solar energy to charge all your
mobile devices on the go.

. Super long lifespan of 1000+ lifecycles.

. Allows for pass-through charging.

. Flash light.

Magnet on the backside to attach KIWI

U-Powered to metal surfaces.
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7. Elegant appearance, lightweight, convenient

to carry.

Solar Panel 2-—

Solar Panel 1, ,Solar Panel 3

\ /

[]



Part Identification
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Power Indicator [y Yl
DC Input Port
USB Output Port
LED Light Switch
Test Switch @
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Operating Instructions

1. Test of remaining capacity
Press the test switch, the blue indicator will

indicate the remaining capacity.

¢ 4 indicator lights: 95% —100% of full power
¢ 3 indicator lights: 65% —95% of full power
¢ 2 indicator lights: 35% —65% of full power
¢ 1 indicator light: 15% —35% of full power

e No LED indicator lights: battery is empty.

indicate the remaining capacity.

2. Charge KIWI U-Powered

Charge KIWI U-Powered fully for first-time usage.
You might need to leave it overnight to charge for
the first time. There are four ways to charge KIWI

U-Powered:

Way1 (USB): Charged via any USB port: connect
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the KIWI U-Powered connector to one end of

the supplied USB/DC connection cable. Plug the
other end of KIWI U-Powered connector into DC
input port, and then plug the USB cable in the
USB port (computer, laptop, aeroplane seat or car
dashboard).

Way 2 (Wall Charger): Charged by the supplied
wall charger: connect the KIWI U-Powered
connector to one end of the supplied USB/DC
connection cable. Plug the other end of KIWI
U-Powered connector into DC input port, and
then plug the USB connector into wall charger.

Way 3 (Car Charger): Charged by the supplied
car charger: connect the KIWI U-Powered
connector to one end of the supplied USB/DC
connection cable. Plug the other end of KIWI
U-Powered connector into DC input port, and
then plug the USB connector into car charger.
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Way 4 (Solar Energy): Charged by solar energy
under direct sunlight with maximum angle of
120°. Put the front of KIWI U-Powered under

direct sunlight.

3. Indicators

While charging, the 4 blue indicators will
illuminate one following the other. KIWI
U-Powered is fully charged when the 4 indicator
lights are on. While charging, the indicators may

blink because of changed current; this is normal.

4. Charge Your Mobile Devices

¢ KIWI U-Powered can charge other digital
devices while being charged.

e KIWI U-Powered can charge devices with
voltage of DC 5V+0.5V and current of <500mAh.

e Charging Steps:

1. Plug the USB connector of USB/DC
connection cable into the USB port of the
product (See figure1).
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2. Connect the suitable connector to the other
end of USB/DC connection cable (See
figure2).

3. Insert the connector into the connection port
of your mobile device (See figure3).

4. When connected, indicator 1 will turn red
when the test switch is pressed, which

means your mobile device is charging.

5. LED Light Usage
Press “LED Light switch” to turn the light ON and
OFF.
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Warranty

KIWI Choice, Inc warrants that KIWI U-Powered shall be free
from defects in workmanship for a period of (1) one year from
date of purchase. KIWI Choice, Inc will without charge and
at its sole election, repair, replace or credit customer for any
products which are proven to be defective as a result of a

failure in manufacturing workmanship.

Specifications

Battery Type

Lithium Polymer

sunlight (500W/M2)

Output Voltage DC 5.3 - 5.6V
Output Current 600mA(max)
Operating T° -10°C- 45°C
Storage & Transportation T° -10°CC- 45°C
Power Capacity 2000 mAh
Lighting time after 1 hour charging

Under sunlight (500W/M2) >100 min
Time of fully being charged under 17+ hours

Time of fully being charged by
adaptors or USB

3.5 - 4.5 hours

Cycle Life 1,000+
Rated Input Voltage DC 5.0 - 6.0V
Charge Input Current >300mA

Dimensions

116mm * 48.4mm * 25.7mm

Weight 1246 g
Max. Luminous flux 4LM
I 8 l
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